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Abstract (en)
[origin: WO0194860A1] The invention concerns a heating unit comprising a tubular wall (1) and first and second end walls (2, 3). A first annular
space (6) is located between the tubular wall (1) and a first tubular partition (4). A second annular space (7) is located between the first partition (4)
and a second tubular partition (5) inside the first partition (4). An immersion heater (25) is mounted in the central channel (8) formed by the second
partition (5). The second space (7) communicates with the central channel (8) near the first end wall (2) and with the first space (6) near the second
end wall (3). An intake orifice (13) emerges into the first space (6) near the first end wall (2) and an outlet (14), in the second end wall (3) emerges
into the central channel (8).

IPC 1-7
F24H 1/22; F24H 1/10

IPC 8 full level
F24H 1/10 (2006.01); F24H 1/22 (2006.01)

CPC (source: EP US)
F24H 1/102 (2013.01 - EP US); F24H 1/225 (2013.01 - EP US)

Citation (search report)
See references of WO 0194860A1

Designated contracting state (EPC)
AT BE CH CY DE DK ES FI FR GB GR IE IT LI LU MC NL PT SE TR

DOCDB simple family (publication)
WO 0194860 A1 20011213; AT E308726 T1 20051115; AU 6367301 A 20011217; BE 1013549 A3 20020305; CA 2411703 A1 20011213;
DE 60114615 D1 20051208; DE 60114615 T2 20060810; EP 1290380 A1 20030312; EP 1290380 B1 20051102; EP 1290380 B8 20060517;
US 2003164402 A1 20030904; US 6736329 B2 20040518

DOCDB simple family (application)
BE 0100087 W 20010517; AT 01937884 T 20010517; AU 6367301 A 20010517; BE 200000374 A 20000609; CA 2411703 A 20010517;
DE 60114615 T 20010517; EP 01937884 A 20010517; US 29765802 A 20021209

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1290380A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP01937884&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=F24H0001220000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=20000101&symbol=F24H0001100000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F24H0001100000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F24H0001220000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24H1/102
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24H1/225

