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Abstract (en)
The method involves detecting an actual position of each contact arranged at a cable end by determining the displacement of the contact in X and
Z direction and twist angle from a minimum width of the silhouette. The contact from the actual position is then rotated to a desired position that
corresponds to a housing cell. <??>An Independent claim is also included for equipment for equipping plug housings with fitted-out cable ends of a
cable.

Abstract (de)
Dieser Konfektionieranlage (20) ist eine Bestückungsanlage (40) nachgeschaltet, die die fertig konfektionierten Kabelenden (21.11,21.12) in
ein erstes Steckergehäuse (41.1) bzw. in ein zweites Steckergehäuse (41.2) einführt. Am vorauseilenden Kabelende (21.11) ist ein Kontakt
für das erste Steckergehäuse (41.1) und am nacheilenden Kabelende (21.12) ein Kontakt für das zweite Steckergehäuse (41.2) angeordnet.
Eine Zubringereinheit (42) übernimmt von einer zweiten Transfereinheit (33) die fertig konfektionierte Kabelschlaufe (21.1) und übergibt das
vorauseilende Kabelende (21.11) einer Positioniereinheit (43) und das nacheilende Kabelende (21.12) je nach Kabelplan entweder einem
rotierbaren Speicher (44) oder, nachdem die Positioniereinheit (43) erneut kabelfrei ist, der Positioniereinheit (43). Eine Bestückungseinheit (45)
übernimmt nacheinander die Kabelenden (21.11,21.12) an der Positioniereinheit (43) und führt die Kabelenden (21.11,21.12) in das entsprechende
Steckergehäuse (41.1,41.2) ein. <IMAGE>
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