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Abstract (en)
To determine the fiber content retained by a fourdrinier from the paper/cardboard fiber suspension, to form a web, a substrate (16) with a pile
structure is pressed against the moving fourdrinier at a measurement station (14) in the fourdrinier path. The substrate pressure is measured by
sensors (18), and set to a given pressure level. The duration of the substrate pressure against the fourdrinier is measured. The collected fibers (34)
dragged from the fourdrinier during the measurement operation are collected to determine the dry fiber content.

Abstract (de)
Es wird ein Verfahren zur Bestimmung der durch ein Formiersieb (10,12,36) einer Faserstoffsuspension entnommenen Fasermenge beschrieben,
beim dem ein insbesondere mit einem Flor versehenes Substrat (16) gegen das umlaufende Formiersieb (10,12,36) gepresst und dabei der
Anpressdruck gemessen und ein vorgebbarer Anpressdruck eingestellt wird, die Anpresszeit, während der das Substrat (16) bei dem vorgebbaren
Anpressdruck gegen das umlaufende Formiersieb (10,12,36) gepresst wird, gemessen wird, die innerhalb der gemessenen vorgebbaren Anpresszeit
angesammelte Fasermenge bestimmt wird und die bestimmte angesammelte Fasermenge insbesondere für eine entsprechende Normierung zu
dem gemessenen vorgebbaren Anpressdruck und zu der gemessenen vorgebbaren Anpresszeit in Beziehung gesetzt wird. <IMAGE>
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