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Abstract (en)
[origin: WO0221035A1] The invention relates to a plug-in hose connector device (1), for particularly simple and secure assembly, comprising a
fluid-tight plug connection and a clip device (25), the axial connection of the retaining parts of which occurs very easily and which lock together on
passing a clip-point. A tensioning spring in the form of a ring serves as clip element and also serves as the locking element. The above permits, in
particular, low operating forces and minimises axial play.

IPC 1-7
F16L 41/08

IPC 8 full level
F16L 39/00 (2006.01); F16L 41/08 (2006.01)

CPC (source: EP US)
B60H 1/00571 (2013.01 - EP US); F16L 41/086 (2013.01 - EP US); Y10T 29/49298 (2015.01 - EP US)

Citation (search report)
See references of WO 0221035A1

Designated contracting state (EPC)
AT BE CH CY DE DK ES FI FR GB GR IE IT LI LU MC NL PT SE TR

DOCDB simple family (publication)
WO 0221035 A1 20020314; AU 9160201 A 20020322; DE 10044765 A1 20020508; EP 1317639 A1 20030611; JP 2004508522 A 20040318;
TW 499554 B 20020821; US 2004093726 A1 20040520

DOCDB simple family (application)
DE 0103120 W 20010816; AU 9160201 A 20010816; DE 10044765 A 20000911; EP 01971614 A 20010816; JP 2002525412 A 20010816;
TW 90122368 A 20010910; US 38018703 A 20031124

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1317639A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP01971614&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=F16L0041080000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F16L0039000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F16L0041080000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B60H1/00571
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16L41/086
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=Y10T29/49298

