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Abstract (en)
The mounting (9) for a finishing cover (7), at a roller blind box, has a support surface insulation (8), leaving a gap (29) free at the end side between
the insulation and the cover. The adjustable cover mounting (9) extends over the wide side of the cover, to fill or bridge the gap, using two or more
adjustable connectors (10,11), and compensate for any irregularities in the gap. The insertion depth of the cover mounting is altered to compensate
for vertical misalignments between the insulation and the cover, and its position along the length of the roller blind box, or its position and/or
alignment in the gap, compensates for any horizontal misalignment. between the insulation and the cover.

Abstract (de)
Die Erfindung betrifft ein Montageverfahren und einen Deckelanschluss (9) für Revisionsdeckel (7) von Rollladenkästen (1) mit einer
Auflagerdämmung (8). Bei der Deckelmontage wird zwischen der Auflagerdämmung (8) und dem Revisionsdeckel (7) ein stirnseitiger Spalt (29)
freigelassen, indem ein verstellbarer Deckelanschluss (9) angeordnet wird, der sich über die Breitseite des Revisionsdeckels (7) erstreckt und den
Spalt (29) ausfüllt oder überbrückt. Der Deckelanschluss (9) kann hierfür zwei oder mehrere verstellbar aneinander gelagerte Anschlussteile (10,11)
aufweisen. <IMAGE>
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