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Abstract (en)
The carding engine to form a fiber web has a drum to carry the fibers, with a air shaft along it to deliver an air flow downwards from above, to be
detached from the drum and fly freely through the air shaft. A jet (10) is in front of the air shaft (4), in the direction of the air flow, with adjustment to
set the angle of the air stream against the drum surface. The carding engine, to form a fiber web, has a jet which pivots on an axis which is parallel
to the drum axis. Two air channels (8,9) are upstream of the drum (2) which, together, form the air shaft. One channel is a blowing conduit, for the air
to be blown, and the other channel (8) is for suction. The jet is located in the blowing channel.

Abstract (de)
Die Erfindung bezieht sich auf eine Vlieskrempel, mit einem Tambour zum Transport von Fasern, und mit einem an dem Tambour (2) entlang
führenden Luftschacht (4), durch welchen die Luft von oben nach unten strömt, wobei Fasern in einer Faserabnahmezone vom Tambour abgelöst
und frei fliegend durch den Luftschacht gefördert werden, wobei in Strömungsrichtung der Luft gesehen vor der Faserabnahmezone eine Düse
(10) im Luftschacht vorgesehen ist, die hinsichtlich des Winkels, mit welchem die Luft gegen die Tambour-Oberfläche geführt wird, veränderbar ist,
derart, dass dieser vorgenannte Winkel einstellbar ist. <IMAGE>
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