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Abstract (en)
The locking mechanism (1) consists of a long bolt or similar on the service door/window acting via a control mechanism with a peg to operate
the long bolts (18A, 19A) on the semi-fixed door/window, and a catch (23) on one door/window engaging with a matching one (24) on the other.
The control peg has a head linked to the matching catch mechanism and extends through a headpiece for a length at least equivalent to the gap
between the window/door mechanisms.

Abstract (fr)
L'invention a trait à une ferrure de verrouillage pour porte, fenêtre ou autre (2) à deux vantaux et sans meneau central, ladite ferrure (1) comportant
une crémone, crémone-serrure ou similaire (6), équipant le vantail de service (3) et agissant sur au moins une tringle de manoeuvre (12) pourvue
d'au moins un doigt de commande (32) prévu à même d'agir sur un entraîneur (33) d'un verrou (18A, 19A), d'une crémone verrou ou autre, du
vantail semi-fixe (4), cette tringle de manoeuvre(12) comportant encore des moyens d'accrochage (23) destinés à coopérer avec des moyens
d'accrochage complémentaires (24) d'un organe de commande (25) correspondant à un verrou (18, 19) et/ou un inverseur et/ou un prolongateur.
Ledit doigt de commande (32) est défini par un téton (34) associé auxdits moyens d'accrochage complémentaires (24) et prévus aptes à venir
s'étendre au travers d'une têtière (11) sur une longueur au plus égale au jeu de feuillure (35). <IMAGE>
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