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Abstract (en)
The device has an electronic unit (5) that receives the electrical drive signal (4) and a reaction signal (6) following a drive pulse and determines the
time interval between the signals to determine the switching delay as a measure of the state of wear of a switching mechanism (2). The reaction
signal is determined with a pressure sensor integrated into the multi-way valve and electrically connected to the electronic unit. Independent claims
are also included for the following: (a) a pneumatic multi-way valve with an inventive electrical device (b) a pneumatic valve unit with several multi-
way valves (c) and a method of driving a multi-way valve with an electrical drive signal.

Abstract (de)
Elektrische Einrichtung für die Ansteuerung eines Mehrwegeventils (1) zum Schalten eines Druckmittelflusses zwischen mindestens zwei äußeren
Anschlüssen (P, A) mittels einer integrierten Schaltmechanik (2), die über elektrische Ansteuersignale (4) betätigbar ist, wobei eine Elektronikeinheit
(5) vorgesehen ist, der eingangsseitig das elektrische Ansteuersignal (4) und ein auf einen Ansteuerimpuls folgendes elektrisches Reaktionssignal
(6) zugeht, woraus die Elektronikeinheit (5) durch Vergleich den zeitlichen Abstand zwischen dem Ansteuersignal (4) und dem Reaktionssignal (6)
ermittelt, um hieraus die Schaltverzögerung als Maß des Verschleißzustandes der Schaltmechanik (2) zu bestimmen. <IMAGE>
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