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Abstract (en)
The paint bowl has a projecting edge (15), a groove (17) in the underside of this edge, a push button (16) on the projecting edge, and a pair of
extensions (18) extending downwards from the projecting edge. One of these is on the side of the edge running transversely to the projecting edge.
There are projections (19) on the sides of the extensions facing each other.

Abstract (de)
Bei einem Farbkasten (1) mit auswechselbaren Farbschälchen (6) ist am Boden des Farbkastens (1) eine Halteschiene (4) angebracht ist, die
in eine auf der Unterseite eines überstehenden Randes (15) der Farbschälchen (6) ausgebildete, nach unten offene Nut (17) eingreift und ein
Schwenklager mit einer zum Kastenboden (2) parallelen Schwenkachse bildet. Die Nut (17) hat einen sich nach unten erweiternden Querschnitt und
die Farbschälchen (6) liegen lose auf der Halteschiene (4) auf. Weiterhin sind auf der den Farbschälchen (6) zugekehrten Seite der Halteschiene (4)
vom Kastenboden (2) hochstehende Halteelemente (7, 8) vorgesehen, durch die die einzelnen Farbschälchen (6) kraftschlüssig in Anlage an dem
Kastenboden (2) festhaltbar sind. An dem überstehenden Rand (15) der Farbschälchen (6) ist jeweils eine Drucktaste (16) angebracht, die sich auf
der den Farbschälchen (6) abgekehrten Seite der Halteschiene (4) befindet. Durch Niederdrücken der Drucktaste (16) eines Farbschälchens (6) ist
dieses um die Schwenkachse schwenkbar und von den Halteelementen (7 bzw. 8) lösbar. <IMAGE>
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