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Abstract (en)
The present invention refers to container system which comprises at least one flexible resilient clamp device (1) which is adapted to be detachably
fixable in and/or to a container, and which comprises at least two essentially opposite clamp halves (10,12) which are in particular at least
interconnected at the top part (4) of the clamp device, which are adapted to be moved, at least in one part, towards each other, and which exert an
outward pressure when compressed, said clamp device further comprising at least in one segment, in particular in the bottom part towards one end,
of at least one clamp half at least one fixation means (3) adapted to hold the clamp in a fixed position, in particular in a vertical and/or horizontal
position; and a container, which comprises a bottom plate, at least two, in particular longitudinal and/or essentially vertical and/or essentially parallel,
side walls, on opposing sides, and at least one fixation means on each opposing side wall, in particular on and/or adjacent to the bottom plate, of
the container, which are adapted to engage a clamp device having essentially complementary fixation means in or on the container in at least one
essentially fixed position. <IMAGE> <IMAGE> <IMAGE> <IMAGE> <IMAGE>

IPC 1-7
B42F 17/14; B65D 25/10

IPC 8 full level
B42F 17/12 (2006.01); B42F 17/14 (2006.01); B65D 25/10 (2006.01)

CPC (source: EP US)
B42F 17/12 (2013.01 - EP US); B42F 17/14 (2013.01 - EP US); B65D 25/101 (2013.01 - EP US); B65D 25/107 (2013.01 - EP US)

Citation (search report)
• [XY] GB 481839 A 19380318 - JOHN HEATHER MARTIN BRETT, et al
• [Y] FR 2786730 A1 20000609 - DELESCLUSE THIERRY CHRISTOPHE [FR]
• [X] GB 626575 A 19490718 - ALFRED PAGE
• [A] US 3756383 A 19730904 - KRYTER K

Cited by
CN111703756A

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR IE IT LI LU MC NL PT SE SK TR

DOCDB simple family (publication)
EP 1380443 A1 20040114; US 2004124103 A1 20040701

DOCDB simple family (application)
EP 02015710 A 20020712; US 61829503 A 20030711

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1380443A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP02015710&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=B42F0017140000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=20000101&symbol=B65D0025100000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B42F0017120000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B42F0017140000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65D0025100000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B42F17/12
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B42F17/14
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D25/101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D25/107

