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Abstract (en)
The adaption method uses provision of evaluation data for different defined hearing situations and adaption of the hearing aid via individual
weightings provided for the hearing aid wearer, with a continuous weighting function passing through support points obtained by individual weighting
of the evaluation data corresponding to the actual hearing situation. Also included are Independent claims for the following: (a) a device for adaption
of a hearing aid to different hearing situations for the individual hearing aid wearer; (b) a hearing aid adapted to different hearing situations for the
individual hearing aid wearer

Abstract (de)
Bei der Anpassung von Hörgeräten an bestimmte Hörsituationen sollen Verwechslungen zwischen detektierten Hörsituationen reduziert und
individuelle Klassifikationen ermöglicht werden. Hierzu werden Bewertungsdaten für verschiedene vorgegebene Hörsituationen bereitgestellt und
das Hörgerät an einen Hörgeräteträger mittels individueller Gewichtung (Schritt 32) angepasst. Die individuelle Gewichtung erfolgt dabei durch eine
kontinuierliche Wichtungsfunktion (Schritt 33), die durch Stützpunkte verläuft, welche jeweils eine individuelle Gewichtung der Bewertungsdaten
einer der vorgegebenen Hörsituationen darstellen. Damit ist ein kontinuierliches und individuelles Anpassen des Hörgeräts an verschiedene
Hörsituationen möglich. <IMAGE>
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