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Abstract (en)
[origin: WO03004999A1] The invention relates to a device for evaluating the signal of a viscosity sensor (1), comprising an amplifying circuit (2). The
amplification (A) of the amplifying circuit (2) is controlled by a temperature signal (T) of a temperature sensor (3).

IPC 1-7
G01N 11/00

IPC 8 full level
G01N 11/00 (2006.01); G01N 11/16 (2006.01)

CPC (source: EP US)
G01N 11/00 (2013.01 - EP US); G01N 2011/0013 (2013.01 - EP US)

Citation (search report)
See references of WO 03004999A1

Designated contracting state (EPC)
AT BE CH CY DE DK ES FI FR GB GR IE IT LI LU MC NL PT SE TR

DOCDB simple family (publication)
WO 03004999 A1 20030116; DE 10131429 A1 20030116; EP 1405052 A1 20040407; JP 2004521359 A 20040715;
US 2004045344 A1 20040311; US 7089784 B2 20060815

DOCDB simple family (application)
DE 0201708 W 20020511; DE 10131429 A 20010629; EP 02740343 A 20020511; JP 2003510925 A 20020511; US 36299003 A 20031008

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1405052A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP02740343&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=G01N0011000000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=G01N0011000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=G01N0011160000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=G01N11/00
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=G01N2011/0013

