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Abstract (en)
[origin: WO03007322A1] The invention relates to a switching device (1) comprising a housing (2) and a breaker mechanism (3), the latter consisting
of a trip lever (4), a catch (5), a displaceable contact arm (6) and a deflection shaft (7) that is fixed to the housing. the aim of the invention is to
generate a constant contact force (K3). To achieve this, the end of the catch (5) is coupled to the displaceable contact arm (6) by means of a bolt
(9). Said bolt (9) is configured to be displaced in a receiving element (11) that is formed by the housing (2).

IPC 1-7
H01H 71/52

IPC 8 full level
H01H 71/52 (2006.01)

CPC (source: EP US)
H01H 71/526 (2013.01 - EP US); H01H 2071/0292 (2013.01 - EP US)

Citation (search report)
See references of WO 03007322A1

Designated contracting state (EPC)
DE ES FR IT

DOCDB simple family (publication)
WO 03007322 A1 20030123; CN 1248276 C 20060329; CN 1529895 A 20040915; DE 10133878 A1 20030130; DE 10133878 B4 20040708;
DE 50201323 D1 20041118; EP 1405325 A1 20040407; EP 1405325 B1 20041013; ES 2229167 T3 20050416; US 2004200711 A1 20041014;
US 7009129 B2 20060307

DOCDB simple family (application)
DE 0202476 W 20020705; CN 02813870 A 20020705; DE 10133878 A 20010712; DE 50201323 T 20020705; EP 02760086 A 20020705;
ES 02760086 T 20020705; US 48332404 A 20040112

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1405325A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP02760086&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=H01H0071520000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01H0071520000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01H71/526
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01H2071/0292

