
Title (en)
SAFETY DEVICE FOR PREVENTING THE INCORRECT OPERATION OF CONNECTING ROD FITTINGS

Title (de)
FEHLBEDIENUNGSSICHERUNG FÜR TREIBSTANGENBESCHLÄGE

Title (fr)
DISPOSITIF DE SECURITE CONTRE LES FAUSSES MANOEUVRES DESTINE A DES FERRURES DE BARRES D'ENTRAINEMENT

Publication
EP 1421245 B1 20050316 (DE)

Application
EP 02796198 A 20020703

Priority
• DE 10142470 A 20010831
• EP 0207333 W 20020703

Abstract (en)
[origin: WO03018938A1] The invention relates to a safety device (1) for preventing the incorrect operation of a connecting rod fitting (2) of a
connecting rod (3) that can be displaced into at least two operating positions along a window or door casement. Said device consists of a locking
lever (7), which is pivotally mounted in the groove (11) that houses the fitting, said lever having a stop arm (9), which is located in the vicinity of
the inner edge (5) of the casement overlap (6) and extends approximately parallel to the latter. The stop arm engages in the locking plate (8) of
the connecting rod fitting (2) in the direction of the groove base (10) and acting as a locking arm (12) co-operates with the connecting rod (3) in a
blocking manner in each open position of the window or door casement, using one of at least two locking sections (13) located one behind the other
in said connecting rod (3). The locking lever (7) runs against the wall of the groove (11) that houses the fitting and is thus U-shaped in said groove
(11) and at its open end has a limb 14, which encompasses the outer edge of the locking plate (8), forming the shape of a C (16), thus fixing the
safety device (1) for preventing incorrect operation to the connecting rod fitting (2).
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