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Abstract (en)
A piece of insulating material (2) penetrates and seals against a pressure-tight housing (1) in which at least a motor (12) is accommodated. An
insulating connector housing (7) with a socket (28) comprising contact plates (6) an collar (11) for a connecting cable is pressed onto the piece of
insulating material and fixed to it or the housing (1). The connector housing is adapted for connection to different types of cable connections.

Abstract (de)
Es wird eine druckdichte Kontakteinrichtung, insbesondere für einen druckdicht gekapselten Motor (12) eines Kompressors vorgeschlagen. Der
Motor (12) ist in einem druckdichten Gehäuse (1) eingeschlossen. Die Kontakteinrichtung besteht aus einem Steckergehäuse (7), das von unten
auf ein Isolierstoffteil (2) aufpreßbar ist und mittels einer Schraubverbindung (9, 10) an dem Gehäuse (1) befestigt ist. Der Motor (12) ist mittels
elektrischer Verbindungsleitungen (21) an mindestens einen Kontaktstift (4) angeschlossen. Dieser durchdringt das Isolierstoffteil (2) und eine
Ausstanzung einer Kontaktzunge (6) zum Anschluß eines elektrischen Verbindungskabels. Die einzelnen Teile der Kontakteinrichtung sind mittels
O-Ringen (3, 5, 8) gegeneinander abgedichtet. Das Steckergehäuse (7) besitzt ein Kragenteil (11), welches in verschiedenen, vom Anwender
gewünschten Formen hergestellt werden kann. <IMAGE>
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