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Abstract (en)
Process for controlling the hoisting winch of a piste maintenance vehicle (10) comprises determining a chain speed or a variable proportional to the
drive chain speed, determining a cable speed or a variable proportional to the cable speed, comparing the chain speed and the cable speed or the
proportional variables, and determining a nominal value for the cable speed or the proportional variable taking into account the comparison result
for the hoisting winch control. An Independent claim is also included for a piste maintenance vehicle with a hoisting winch for carrying out the above
process.

Abstract (de)
Die Erfindung betrifft ein Verfahren zur Seilwindenregelung eines Pistenpflegefahrzeugs. Erfindungsgemäß sind folgende Schritte vorgesehen:
Erfassen einer Kettengeschwindigkeit oder einer der Antriebskettengeschwindigkeit proportionalen Größe, Erfassen einer Seilgeschwindigkeit
oder einer der Seilgeschwindigkeit proportionalen Größe, Vergleichen der erfassten Kettengeschwindigkeit und erfassten Seilgeschwindigkeit
oder der hierzu proportionalen Größen und Bestimmen eines Sollwerts für die Seilgeschwindigkeit oder die hierzu proportionale Größe unter
Berücksichtigung des Vergleichsergebnisses für die Seilwindenregelung. <IMAGE>
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