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Abstract (en)
The lift installation has between the lift car (5) and shaft wall (2) a compensating strand (7) spatially next to the suspension cable strand (6), and is
provided for the reducing in difference between the lift car side and counterweight (4) side of the load of the load cable strand (3). The mass of the
compensating strand per meter together with mass of the suspension cable strand per meter comes to four times the load cable mass per meter.

Abstract (de)
Bei einer Aufzuganlage mit einem Ausgleich der Tragseilmassen von mittig bis stark außermittig aufgehängten Fahrkörben und mit einem
Treibscheibenantrieb, der in einem Schacht, in einer Schachtnische oder in einem separaten Raum untergebracht ist, wobei die Treibscheibe
von einem Tragseilstrang einfach, mit oder ohne Ableitscheibe, oder doppelt umschlungen ist, sowie mit einer direkten oder indirekten
Aufhängung des Fahrkorbs und eines Gegengewichts, sowie ferner einem Versorgungs- und Funktionssteuer-Hängekabelstrang und einer
Massenausgleichsvorrichtung, ist zwischen dem Fahrkorb (5) und einer Schachtwand (2) räumlich neben dem Hängekabelstrang (6) ein
Ausgleichsstrang (7) zur Reduzierung der Differenz zwischen der fahrkorbseitigen (5) und gegengewichtsseitigen (4) Belastung des Tragseilstrangs
(3) angeordnet, dessen Masse je Meter zusammen mit der Masse des Hängekabelstrangs (6) je Meter das 1,75- bis 4,5-fache der Masse des
Tragseilstrangs (3) je Meter beträgt. <IMAGE>
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