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Abstract (en)
The controlled high voltage generator (11) connected to the lamp (1), supplies start- or ignition impulses. A control circuit (12) connected to it (11)
controls it in different modes. The cold start detection unit is connected to or forms part of the control circuit. A re-settable extinction counter is also
connected to or forms part of this circuit. It counts extinctions and/or start pulses. It is designed to prevent further starting attempts until the next cold
start, when a given number is reached. A timer (38) is triggered on starting of the gas discharge lamp and is connected to an extinction counter. This
resets the counter on expiry of its triggering time.

Abstract (de)
Es wird ein Zündverfahren und ein Zündgerät vorgeschlagen, bei dem die Abstände zwischen Löschereignissen einer
Hochdruckgasentladungslampe (1) überwacht werden. Die Überwachung des Brennens oder Löschens erfolgt durch Überwachen der
Brennspannung. Es wird nur eine bestimmte Anzahl kurzzeitig aufeinander folgender Löschereignisse zugelassen. Wird die Maximalzahl von
Löschereignissen kurzfristig aufeinander folgend erreicht oder überschritten wird das Zündgerät bzw. die Gasentladungslampe stillgesetzt. Wird
diese Maximalzahl nicht erreicht wird ein Ereigniszähler auf seinen Ausgangswert rückgesetzt oder ein- oder mehrstufig in Gegenrichtung gezählt.
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