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Abstract (en)
The packaging machine has a frame with 2 opposoing side frame elements and a transport device for gripping and transporting a packaging
material web (7), provided by 2 parallel transport chains (5,6) engaging the material web side edges, passed around respective chain wheels
(10,11), which are coupled together for synchronous rotation via a shaft (12) with high torsional rigidity.

Abstract (de)
Die vorliegende Erfindung betrifft eine Verpackungsmaschine, die Transportmittel in Form von zwei Transportketten (5, 6) zum seitlichen Ergreifen
und Transportieren einer Materialbahn (7) aus Verpackungsmaterial besitzt. Besonders bei längeren Anlagen ab ca. 10m Transportlänge wirkt
sich die Dehneigenschaft der Transportketten aufgrund der Belastung merklich auf die Genauigkeit der Transportstrecke aus. Die Folge sind
Schwankungen der Transportstrecke zwischen den beiden Transportketten und damit Verzerrungen der Materialbahn, die je nach Art des
Verpackungsmaterials sogar zu einem Zerreißen der Materialbahn führen kann. Um diese Schwankungen zu minimieren, besitzt das erste
Transportmittel (5) ein in das erste Transportmittel (5) eingreifendes erstes Eingriffselement (10) und das zweite Transportmittel (6) ein in das zweite
Transportmittel (6) eingreifendes zweites Eingriffselement (11), wobei das erste Eingriffselement (10) mit dem zweiten Eingriffselement (11) derart
gekoppelt ist, daß beide Eingriffselemente synchronisiert sind. <IMAGE>
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