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Abstract (en)
The mobile device has a frame (2) with wheels (3) and upon which is installed a tarpaulin (7) and a support construction with at least two main
supports and a cross member (6). Sub-supports on the support construction extend perpendicularly to the tarpaulin in the operating position and
engage in a section (4a,5a) of the main supports facing the frame, with the height of the sections coming to at least 5 per vent of the overall height of
the main supports in the operating position.

Abstract (de)
Es wird ein fahrbares Gerät mit einem mit Rädern (3) versehenen Gestell (2) beschrieben, auf dem eine Plane (7) und eine Ständerkonstruktion
(4, 5, 6) angeordnet ist, die wenigstens zwei Stützen (4, 5) und eine Quertraverse (6) aufweist. Diese sind aus einem kompakten Transportzustand
in einen Betriebszustand derart aufrichtbar, dass die Plane (7) in und/oder an der Ständerkonstruktion (4, 5, 6) aufspannbar ist. Um auch bei einer
vergrößerten Fläche und Gesamthöhe eine gute Standsicherheit auch bei stärkerem Wind zu erreichen, ist es vorgesehen, dass die Stützen (4, 5)
Abstützungen (18a, 18b, 19a, 19b) aufweisen, die sich im Betriebszustand im Wesentlichen senkrecht zu der Plane (7) erstrecken, und die in einem
dem Gestell (2) zugewandten Bereich (4a, 5a) der Stützen (4, 5) angreifen, dessen Höhe wenigstens 5 % der Gesamthöhe der Stützen (4, 5) im
Betriebszustand beträgt. <IMAGE>
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