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Abstract (en)
The unit (1) to start up a continuous casting assembly, especially for casting round strands, has a casting inlet (3) and a coupling (2), linked together
by a bar (14), with a hook shape at the end (15) towards the mold. The coupling is attached to the head (9) of a cold strand by an easily-released
hooked link. The gap between the wall of the mold (7) and the strand head is filled by a seal (4) to separate molten metal from the strand. The seal
is of cardboard, with a smaller diameter metal plate (5) attached to the head of the strand in advance.

Abstract (de)
Die Erfindung betrifft eine Anfahrvorrichtung für eine Stranggießanlage, insbesondere für Rundstrangguss, zur Einführung in die Stranggießkokille,
bestehend aus einem Angießelement (3) und einem mit dem Angießelement (3) über ein Kupplungselement (2) lösbar verbundenen Kopfglied (9)
eines Kaltstranges, wobei unter Zwischenschaltung eines auf dem Kopfglied (9) aufliegenden und den Kokillenquerschnitt ausfüllenden und das
Kopfglied (9) vom flüssigen Metall trennenden Dichtelementes (4), der Strang nach dem Erkalten mit dem Angießelement (3) fest verbunden, das
Angießelement (3) und das Kupplungselement (2) einteilig ausgeführt, die Verbindung zwischen dem Kopfglied (9) und dem Kupplungselement (2)
als leicht lösbare Hakenverbindung aus geführt ist. <IMAGE>
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