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Abstract (en)
[origin: EP1533512A2] The induction unit (1) has at least one fresh gas distributor (2) to supply air to several cylinders, with a fresh air outlet (4) for
each cylinder alongside each other. A distribution channel (12) from an exhaust gas return device (8) is fitted to the fresh air distributor alongside all
the fresh gas outlets and communicating with the fresh gas distributor.

IPC 8 full level
F02M 25/07 (2006.01); F02M 35/10 (2006.01)

CPC (source: EP)
F02M 26/19 (2016.02); F02M 26/21 (2016.02); F02M 26/25 (2016.02); F02M 26/28 (2016.02); F02M 26/30 (2016.02); F02M 26/42 (2016.02);
F02M 35/10052 (2013.01); F02M 35/10144 (2013.01); F02M 35/10222 (2013.01); F02M 35/10288 (2013.01); F02M 35/10354 (2013.01);
F02M 35/1045 (2013.01); F02M 35/112 (2013.01); F02M 26/12 (2016.02)

Cited by
EP2133548A1; EP1793115A1; FR2908833A1; EP2410166A3; FR2958337A1; EP1600624A1; FR2958336A1; EP1764500A1; FR2891020A1;
FR2973445A1; FR3007470A1; US2012247437A1; US8905008B2; US9920721B2; US8925529B2; US9790897B2; FR2894295A1;
US2011088664A1; CN102257257A; US8656894B2; JP2015038353A; WO2011120933A1; WO2009047278A1; US7690334B2; JP2013524070A;
WO2008061692A1; WO2012126573A1; WO2012130514A1; WO2014207342A1; US7165539B2; US8051841B2; US8881712B2; US9284917B2;
WO2009149868A1; WO2011120932A1; WO2008116568A1; JP2010510423A; JP2013139819A

Designated contracting state (EPC)
DE FR GB

DOCDB simple family (publication)
EP 1533512 A2 20050525; EP 1533512 A3 20060517; EP 1533512 B1 20080326; DE 10354129 A1 20050623; DE 502004006651 D1 20080508;
DE 502004009844 D1 20090910; EP 1870591 A2 20071226; EP 1870591 A3 20080220; EP 1870591 B1 20090729

DOCDB simple family (application)
EP 04026887 A 20041112; DE 10354129 A 20031119; DE 502004006651 T 20041112; DE 502004009844 T 20041112;
EP 07118191 A 20041112

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1533512B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP04026887&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F02M0025070000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F02M0035100000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M26/19
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M26/21
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M26/25
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M26/28
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M26/30
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M26/42
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M35/10052
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M35/10144
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M35/10222
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M35/10288
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M35/10354
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M35/1045
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M35/112
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M26/12

