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Abstract (en)
The door has a flap (21) mounted at the level of a side (21a) in rotation around an axle (23) integrated to an edge (24) of an opening. A flap (22) is
mounted at the level of a side (22a) in rotation on an opposite side (21b) of the flap (21). The two flaps are positioned at same side of the opening
when the door is in open position such that inclination of the drum at side of the opening does not have flaps. The flap (22) has another opposite
side that includes guiding pins to cooperate with guiding rails of a shell (11) of a drum. An independent claim is also included for a cloth washing or
drying machine including a drum door.

Abstract (fr)
Une porte de tambour rotatif adaptée à obturer une ouverture dans la virole (11) du tambour (10) comprend un premier battant (21) monté par un
premier côté (21a) en rotation autour d'un axe (23) solidaire d'un bord (24) de l'ouverture. Un second battant (22) est monté par un premier côté
(22a) à rotation sur un deuxième côté (21 b) du premier battant (21), le deuxième côté (21 b) du premier battant (21) étant opposé au premier
côté (21 a) du premier battant (21), et le second battant (22) comprend des moyens de guidage adaptés à coopérer avec des moyens de guidage
complémentaires solidaires de la virole (11 ) du tambour (10) et adaptés à guider en déplacement le second battant (22) entre une position fermée
et une position ouverte de la porte. <IMAGE>
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