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Abstract (en)
The plant, with at least one filling unit and at least one closure unit for filling liquid substances into bottles or similar containers under clean-room
conditions, comprises an enclosure surrounding fully or partially one or both of these units and forming an exhaust air duct or being connected to
such a duct.

Abstract (de)
Eine Anlage zum Abfüllen unter verbesserten hygienischen Luftbedingungen und/oder zum aseptischen Abfüllen eines flüssigen Füllgutes in
Flaschen (2) oder dergleichen Behälter besitzt u.a. einen nach außen hin durch wenigstens eine Wandung (11) luftdicht oder nahezu luftdicht
verschlossenen Reinraumbereich (10.1), wenigstens eine Füllmaschine (13) und eine Verschließmaschine (14) zum Verschließen der gefüllten
Behälter im Reinraumbereich, wenigstens eine Filtereinrichtung (21,22,23) zum Einbringen von gefilterter und steriler Luft in den Reinraumbereich
(10.1) sowie wenigstens einen Luftauslass im Bereich einer oberen Decke. Eine die Füllmaschine (12) und/oder den Verschließer (14) bzw. einen
Rotor der Füllmaschine und/oder des Verschließers umschließende Abschirmung (12.1) bildet eine mit dem wenigstens einen Luftauslass in
Verbindung stehende oder diesen Luftauslass bildende Rückluftführung.
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