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Abstract (en)
The device has a turret with a casement bolt (10) positioned inside a case (2). An armor plate (15) and a blocking unit (25) cover parts (8, 9) of
the turret. A fixing screw (30) traverses the case and fastens the plate to the unit (25). The plate contacts with a side of the case via a rear side
equipped of two snugs (19) that are housed in a recess (17) drilled in thickness of the case side with respect to the rear side of the plate. An
independent claim is also included for a door lock comprising a safety device.

Abstract (fr)
La présente invention se rapporte à un dispositif de protection pour une serrure (1) comprenant un barillet (7) muni d'un panneton (10) prévu pour
être positionné à l'intérieur d'un coffre (2), ledit dispositif comprenant une cuirasse (15) apte à recouvrir une première partie (8) du barillet, un
élément de blocage (25) apte à enserrer une seconde partie (9) du barillet, et des moyens de fixation (30) prévus pour permettre le rattachement
de la cuirasse à l'élément de blocage, ladite cuirasse étant équipée d'une face arrière (18) munie d'au moins deux ergots (19) traversés chacun par
un alésage axial (21), caractérisé en ce que chacun de ces ergots est apte à venir se loger dans un renfoncement (12) correspondant creusé dans
l'épaisseur de la face du coffre située en regard de la face arrière de la cuirasse. <IMAGE>
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