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Abstract (en)
The aggregate applies band-formed edge material at edge ways of a work piece (1) with a pressure tool. The pressure tool and the work piece are
moved relative to each other for operation of the tool along the work piece edge ways. The pressure tool is a pressure unit (8) having shape of a
triangular column. The unit (8) is pivotably supported about an axis, which is the central axis of the unit (8).

Abstract (de)
Ein Kantenverleimaggregat für eine Holzbearbeitungmaschine dient zum Anbringen eines bandförmigen Kantenmaterials (4) an die Schmalseiten
plattenförmiger Werkstücke (1). Das Andruckwerkzeug (8) lenkt das ihm zulaufende Kantenmaterial (4) in die Richtung der zu beschichtenden
Werkstückschmalseite (2) um und preßt es an diese an. Hierzu werden das Andruckwerkzeug (8) und das Werkstück (1) relativ zueinander bewegt.
Um über eine Werkstück-Innenecke hinweg das Kantenmaterial (4) an winklig zueinander stehende Werkstückschmalseiten (2) anfahren zu
können, ist das Andruckwerkzeug als Druckelement (8) in Gestalt einer Dreikantsäule mit miteinander parallelen Druckkanten (9) ausgeführt. Das
Druckelement (8) ist um die zentrale Achse der ihn bildenden Dreikantsäule drehbar gelagert. <IMAGE>
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