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Abstract (en)
[origin: EP1647638A2] Wall mounting rinsing container has an inspection opening which is greater than the cross section clearance of inspection
joint (1). Inspection opening in rinsing container is fitted with square flange (10) and the inspection joint is rectangular in cross section. Thus the
inspection joint in each case is mountable in 90 degree turned position with the container body.

IPC 8 full level
E03D 1/012 (2006.01)

CPC (source: EP)
E03D 1/012 (2013.01); E03D 5/028 (2013.01)

Cited by
DE102007039948B4; EP1932973A1; EP1936048A1; DE102006052247A1; DE102006052247B4; EP2894266A1; DE102007039948A1;
EP2028323A2

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IS IT LI LT LU LV MC NL PL PT RO SE SI SK TR

DOCDB simple family (publication)
EP 1647638 A2 20060419; EP 1647638 A3 20061115; EP 1647638 B1 20091104; AT E447644 T1 20091115; DE 102004050066 A1 20060427;
DE 502005008435 D1 20091217; ES 2336220 T3 20100409; PL 1647638 T3 20110630

DOCDB simple family (application)
EP 05021248 A 20050929; AT 05021248 T 20050929; DE 102004050066 A 20041013; DE 502005008435 T 20050929;
ES 05021248 T 20050929; PL 05021248 T 20050929

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1647638B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP05021248&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E03D0001012000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E03D1/012
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E03D5/028

