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Abstract (en)
Ultra-sound monitoring (5) of the contents of a flexible wall, double-skin (1, 2) gas holder, requires that the upper reflection surface (15) of the
internal skin remains reasonable smooth and crease-free. By constructing the internal skin (2) with some lower areas of heavier fabric, the
gravitational collapsing of the deflating inner holder, is controlled to maintain the required surface (15) under uniform tension.

Abstract (de)
Gasspeicher mit einer flexiblen Innenmembran (2) und einer diese zumindest teilweise umgebenden flexiblen Außenmembran (1), wobei die
Innenmembran (2) einen variablen Gasspeicherraum (11) abschließt, in den bzw. aus dem über Zu- und Ableitungen (22, 24) das zu speichernde
Gas einleitbar bzw. ableitbar ist, und Hilfsgas in den zwischen der Innenmembran (2) und der Außenmembran (1) gebildeten Zwischenraum (8)
einleitbar ist, und wobei eine Abstandsmeßvorrichtung (5) zur Bestimmung des Abstands zwischen einem Meßabschnitt der Außenmembran (1) und
einem Meßabschnitt (15) der Innenmembran (2) vorgesehen ist. Es sind Mittel zur Ausübung einer Spannkraft auf den Innenmembran-Meßabschnitt
(15) vorgesehen, welche den Innenmembran-Meßabschnitt (15) während eines Volumenverringerungsvorganges in einem im wesentlichen glatten
Zustand halten.
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