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Abstract (en)
The device has a memory provided for a private internet home page and attached at each rail vehicle. The memory of the rail vehicle is connected
with a terminal by a control bus for reading a home page, where the control bus is a wire or radio circuit. The terminal consists of Graphical-User-
Interface and a display device for acquiring data. An independent claim is also included for a method for displaying of data of rail vehicle on a
terminal of the vehicle or a control station.

Abstract (de)
Die Erfindung betrifft eine Einrichtung und ein Verfahren zum Anzeigen von Daten geführter spurgebundener Fahrzeuge auf einem Terminal eines
führenden spurgebundenen Fahrzeugs oder einer Leitstelle. Es ist vorgesehen, dass jedem geführten spurgebundenen Fahrzeug eine eigene
Internet-Homepage zugeordnet ist und dass das Terminal neben einer Anzeigevorrichtung für ermittelte Daten ein Graphical-User-Interface (GUI)
aufweist zum Lesen der Homepages der geführten spurgebundenen Fahrzeuge über einen leittechnischen Bus.

IPC 8 full level
B61L 27/00 (2006.01); B61L 15/00 (2006.01)

CPC (source: EP)
B61L 15/0027 (2013.01); B61L 15/0036 (2013.01); B61L 15/0054 (2013.01); B61L 15/0072 (2013.01); B61L 15/009 (2013.01);
B61L 27/40 (2022.01)

Cited by
EP1884437A1; JP2015022703A

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IS IT LI LT LU LV MC NL PL PT RO SE SI SK TR

DOCDB simple family (publication)
EP 1655195 A2 20060510; EP 1655195 A3 20080709; EP 1655195 B1 20100512; AT E467544 T1 20100515; DE 102004053300 A1 20060511;
DE 502005009555 D1 20100624; DK 1655195 T3 20100906; ES 2344207 T3 20100820; PL 1655195 T3 20101029; PT 1655195 E 20100607;
SI 1655195 T1 20100831

DOCDB simple family (application)
EP 05110083 A 20051027; AT 05110083 T 20051027; DE 102004053300 A 20041104; DE 502005009555 T 20051027;
DK 05110083 T 20051027; ES 05110083 T 20051027; PL 05110083 T 20051027; PT 05110083 T 20051027; SI 200531062 T 20051027

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1655195A2?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP05110083&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B61L0027000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B61L0015000000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B61L15/0027
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B61L15/0036
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B61L15/0054
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B61L15/0072
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B61L15/009
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B61L27/40

