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Abstract (en)
[origin: EP1666706A1] The nozzle has a securing unit provided in the form of a bayonet closing. The bayonet closing has a bayonet channel, where
a bayonet bolt is arranged on the bayonet channel. A control contour (57) of the bayonet channel includes a bosh cut (66) between a channel origin
(60) and a channel end (61). A bayonet bolt can set in the bosh cut, where the bosh cut is attached to an partial opening position. An independent
claim is also included for a vehicle with a body.

IPC 8 full level
F01P 11/02 (2006.01)

CPC (source: EP)
F01P 11/0204 (2013.01); F01P 11/0247 (2013.01); F01P 11/0214 (2013.01); F01P 2011/0219 (2013.01); F01P 2011/0252 (2013.01)

Designated contracting state (EPC)
DE ES FR GB IT

DOCDB simple family (publication)
EP 1666706 A1 20060607; EP 1666706 B1 20080102; DE 102004058327 A1 20060608; DE 502005002398 D1 20080214;
ES 2296041 T3 20080416

DOCDB simple family (application)
EP 05022963 A 20051021; DE 102004058327 A 20041203; DE 502005002398 T 20051021; ES 05022963 T 20051021

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1666706B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP05022963&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F01P0011020000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F01P11/0204
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F01P11/0247
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F01P11/0214
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F01P2011/0219
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F01P2011/0252

