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Abstract (en)
The device has pads (30) that are in contact with a circular surface (28) coaxial to a control ring (26). Pivoting vanes e.g. variable-pitch vanes, are
connected to the ring via a lever (20). The lever has an end fixed to the ring via a crank pin (24) and another end mounted on a pivot of the vane.
The crank pin is disposed radially on the ring. Each pad is fixed to a pad carrier (32). The pad carrier is fixed below the control ring by bolt type
attachment systems (38). The attachment systems are assembled through top of the ring. A spring is placed between the carrier and the pads.

Abstract (fr)
Dispositif de réglage du centrage d'un anneau de commande (26) d'aubes pivotantes de turbomachine, comportant une pluralité de patins (30)
destinés à venir en contact d'une surface circulaire (28) coaxiale à l'anneau (26), chaque aube pivotante étant reliée à l'anneau de commande (26)
au moyen d'une biellette (20) ayant une première extrémité fixée à l'anneau de commande par un tourillon (24) disposé radialement sur ledit anneau
et une deuxième extrémité montée sur un pivot de l'aube, les patins (30) étant solidaires chacun d'un porte-patin (32). Chaque porte-patin (32) est
fixé sous l'anneau de commande (26) au moyen de systèmes d'attache (38) qui sont destinés à être assemblés par le dessus de l'anneau.
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