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Abstract (en)
The method involves having a heat distribution medium pumped via a mixer (4) by a heat source (1) over a flow (2) to a heat consumer (8) and over
a return (3) back to the heat source. The mixer has an inlet temperature (T) regulated by the mixture of the heat distribution medium from the return.
Each inlet of the heat distribution medium has a return flow bypass (10), bridging over the mixer with a pump (5) supplied.

Abstract (de)
Die Erfindung betrifft ein Verfahren zum Betreiben einer Heizanlage, bei der ein Wärmeträgermedium mit wenigstens einer Pumpe (5) von einer
Wärmequelle (1) über einen Vorlauf (2) zu wenigstens einem Wärmeverbraucher (8) und über einen Rücklauf (3) zurück zur Wärmequelle (1)
gepumpt wird und bei der mit wenigstens einem Mischer (4) die Vorlauftemperatur (T) durch Beimischung von Wärmeträgermedium aus dem
Rücklauf (3) geregelt wird, wobei jeder Zuleitung des zumindest einen Mischers ein Teil des Wärmeträgermediums über einen den zumindest
einen Mischer (4) und die zumindest eine Pumpe (5) überbrückenden Rückfluss-Bypass (10) zugeführt wird. Damit wird erreicht, dass die
Durchflussmenge durch den Mischer (4) nicht zu gering wird und kein Pendeln der Vorlauftemperatur (T) entsteht.
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