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Abstract (en)
[origin: EP1542108A1] The method involves detecting a number of operating signals of the technical device (1), forming the mean (15) of at least
some of the signals, forming a normalized signal (17,171) for at least one operating signal containing deviation of a current value of the operating
signal from the mean value and comparing the normalized signal with a reference value range (35) of the relevant operating signal. .

IPC 8 full level
G05B 23/02 (2006.01)

CPC (source: EP US)
G05B 23/0221 (2013.01 - EP US)

Citation (search report)
See references of WO 2005057310A1

Designated contracting state (EPC)
CH DE ES GB IT LI

DOCDB simple family (publication)
EP 1542108 A1 20050615; CN 1890615 A 20070103; EP 1716464 A1 20061102; JP 2007514224 A 20070531; US 2007150220 A1 20070628;
WO 2005057310 A1 20050623

DOCDB simple family (application)
EP 03028711 A 20031212; CN 200480036883 A 20041126; EP 04820068 A 20041126; EP 2004053112 W 20041126;
JP 2006543529 A 20041126; US 58259604 A 20041126

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1716464A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP04820068&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=G05B0023020000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=G05B23/0221

