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Abstract (en)
[origin: GB2423328A] A window blind frame <B>30</B> is releasably secured to a window casing <B>20</B> using a clip <B>25</B>. Preferably
the clip <B>25</B> comprises a flange <B>60</B> and a support <B>65</B> extending from the flange and having a frame engaging member
<B>80</B>. Preferably the flange <B>60</B> is for releasable insertion between a window casing <B>20</B> and a glass pane mounted therein,
more preferably between a glazing bead <B>70</B> and the glass pane. The window blind frame <B>30</B> preferably comprises angle joints
connecting extruded portions <B>40</B> to form a rigid structure. Preferably the angle joints are inserted into channels in the extruded portions
<B>40</B>, the angle joints may be concealed by covers <B>50</B>.

IPC 8 full level
E06B 9/54 (2006.01); E06B 9/264 (2006.01); E06B 9/266 (2006.01); E06B 9/323 (2006.01); E06B 9/42 (2006.01)

CPC (source: EP GB US)
E06B 9/264 (2013.01 - EP GB US); E06B 9/266 (2013.01 - EP US); E06B 9/323 (2013.01 - EP US); E06B 9/42 (2013.01 - EP US);
E06B 9/54 (2013.01 - EP US); E06B 2009/527 (2013.01 - EP US); Y10T 29/49901 (2015.01 - EP US)

Cited by
WO2023084230A1; WO2020099343A1; WO2018055416A1; WO2023187332A1; WO2020035613A1; WO2020053450A1; US11746593B2

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IS IT LI LT LU LV MC NL PL PT RO SE SI SK TR

DOCDB simple family (publication)
EP 1900900 A2 20080319; EP 1900900 A3 20080716; EP 1900900 B1 20100707; AT E403795 T1 20080815; AT E473349 T1 20100715;
AU 2006202732 A1 20061026; AU 2006202732 B2 20071122; CA 2550101 A1 20060912; CA 2550101 C 20080122;
DE 602006002063 D1 20080918; DE 602006015314 D1 20100819; DK 1727958 T3 20081027; EP 1727958 A1 20061206;
EP 1727958 B1 20080806; GB 0507235 D0 20050518; GB 2423328 A 20060823; GB 2423328 B 20070228; NZ 549197 A 20090828;
NZ 573126 A 20100326; PL 1727958 T3 20081231; US 2009205787 A1 20090820; US 8074698 B2 20111213; WO 2006109009 A1 20061019

DOCDB simple family (application)
EP 07021444 A 20060203; AT 06709620 T 20060203; AT 07021444 T 20060203; AU 2006202732 A 20060203; CA 2550101 A 20060203;
DE 602006002063 T 20060203; DE 602006015314 T 20060203; DK 06709620 T 20060203; EP 06709620 A 20060203;
GB 0507235 A 20050409; GB 2006000372 W 20060203; NZ 54919706 A 20060203; NZ 57312606 A 20060203; PL 06709620 T 20060203;
US 59682406 A 20060203

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1727958B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP06709620&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E06B0009540000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E06B0009264000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E06B0009266000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E06B0009323000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E06B0009420000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E06B9/264
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E06B9/266
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E06B9/323
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E06B9/42
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E06B9/54
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E06B2009/527
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=Y10T29/49901

