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Abstract (en)
[origin: WO2005118975A1] A fastening device for roof equipment to be fastened to a roof which is covered with roof covering elements such as
roofing tiles or corrugated roof elements and including a fixing portion (2;14) and a fastening element (3;15), for penetration of a hole which is
arranged in a roof covering element. A resilient distance element (4;16) is arranged between the fixing portion and the fastening element in order to
allow resilient adaptation of the position of the position of the fastening element to different positions of a roof covering element with respect to the
fixing portion (2;14).

IPC 8 full level
E04D 13/10 (2006.01); E04D 13/12 (2006.01)

IPC 8 main group level
E04D (2006.01)

CPC (source: EP SE)
E04D 13/10 (2013.01 - EP SE); E04D 13/12 (2013.01 - EP SE)

Citation (examination)
GB 2290092 A 19951213 - HETHERINGTON ANDREW TERENCE [GB]

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IS IT LI LT LU MC NL PL PT RO SE SI SK TR

DOCDB simple family (publication)
WO 2005118975 A1 20051215; EP 1751370 A1 20070214; SE 0401412 D0 20040602; SE 0401412 L 20051203; SE 527278 C2 20060131

DOCDB simple family (application)
SE 2005000796 W 20050527; EP 05742212 A 20050527; SE 0401412 A 20040602

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1751370A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP05742212&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E04D0013100000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E04D0013120000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=c&lang=en&symbol=E04D&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E04D13/10
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E04D13/12

