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Abstract (en)
[origin: EP1764463A2] A handle device for opening and closing the door of the body of trucks, trailers and the like, comprising at least one base (2),
which is inserted in a respective seat (3) provided in the door (4), which is adapted to accommodate at least one grip bar (5) which is articulated,
at a first end (6), to at least one rod (7) for actuating pawl means adapted to couple the door (4) to the frame of the body and forms, at the second
end (8), at least one substantially ergonomic grip wing (9) for the operator, the grip bar (5) being able to turn manually between at least one closed
angular position, in which it is accommodated within the base (2) and in which the pawl means are coupled to the frame of the body, and at least
one open angular position, in which the grip bar (5) is substantially spaced from the base (2) and the pawl means are uncoupled from the frame of
the body, so as to allow the free opening of the door (4), the base (2) comprising at least one first substantially box-like open element (10), which
has a substantially laminar three-dimensional shape and is locked in the seat (3), and at least one second element (11), which has a substantially
laminar three-dimensional shape, is associated with the first element (10) and forms rotary support means (13) for a button (14) for manual safety
locking and release of the grip bar (5), the grip bar (5) having a substantially laminar three-dimensional shape so as to form, at the first end (6), at
least one substantially tubular portion (29) for keying along the rod (7).
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