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Abstract (en)
A shoe system for a hoofed animal comprises a shoe (1) having a wear side, which in use faces a surface supporting the animal, and a detachable
stud. The system comprises fixing means for fixing the stud to the shoe (1). The fixing means comprising a recess (5) in the wear side and a fixing
protrusion on the stud, which is sized and adapted for being received in the recess (5). The fixing means further comprises a pin hole (6a, 6b) in the
shoe (1) which is open into said recess (5), and a corresponding pin hole in the fixing protrusion, whereby the stud is lockable relative to the shoe (1)
by a locking pin insertable into said pin holes (6a, 6b).

IPC 8 full level
A01L 7/04 (2006.01)

CPC (source: EP)
A01L 7/04 (2013.01)

Citation (search report)
• [X] US 1622748 A 19270329 - TASSEL WILLIAM VAN
• [X] GB 106148 A 19170517 - HARRIS HARRY [CA]
• [X] GB 191325760 A 19140611 - BRIDDON THOMAS
• [X] DE 24062 C
• [X] GB 190909213 A 19090617 - LOEFFLER GUSTAV [US]

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IS IT LI LT LU LV MC NL PL PT RO SE SI SK TR

Designated extension state (EPC)
AL BA HR MK YU

DOCDB simple family (publication)
EP 1782688 A1 20070509

DOCDB simple family (application)
EP 05110483 A 20051108

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1782688A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP05110483&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A01L0007040000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A01L7/04

