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Abstract (en)
A collector box (30) for a heat exchanger in an air conditioner circuit with refrigerant fluid, comprises a double-walled reservoir with an outer wall
(32) and an inner wall (34) defining an inner chamber (36) and a peripheral chamber (38) separated by the internal partition (34), used respectively
for the passage of fluid to be cooled and cooling fluid so as to constitute an internal heat exchanger integrated with the collector box. Independent
claims are included for (1) a heat exchanger for an air conditioner circuit as above, comprising a bundle of heat exchanger tubes (40) and at least
one collector box as described above (2) an air conditioner circuit with a heat exchanger as above .

Abstract (fr)
L'invention concerne une boîte collectrice (30) d'un échangeur de chaleur pour un circuit de climatisation parcouru par un fluide réfrigérant. La
boîte collectrice (30) est un réservoir à double paroi comportant une paroi extérieure (32) et une paroi intérieure (34) pour délimiter une chambre
intérieure (36) et une chambre périphérique (38) séparées par la paroi intérieure (34) et propres à être parcourues l'une par le fluide réfrigérant à
refroidir et l'autre par le même fluide réfrigérant refroidisseur de manière à constituer un échangeur de chaleur interne intégré à la boîte collectrice.
Application aux refroidisseurs de gaz pour installations de climatisation de véhicules automobiles.
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