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Abstract (en)
The method involves obtaining an image acquisition of an object (3) by a sensor (4), where the image acquisition includes a number of pixels per
row and column. The image acquisition is carried out line by line, and the pixels of the column are evaluated. A process of diminishing luminance
intensity is calculated. The pixels are provided in a memory of an evaluation unit (7). The evaluation unit is provided with a software for reading
and processing the pixels. An evaluated output is represented on a display by the software. An independent claim is also included for a device for
detecting diminishing and/or a change of a luminance intensity of a luminescent substance stimulated by light.

Abstract (de)
Die Erfindung betrifft ein Verfahren und eine Einrichtung zur Erfassung der Abnahme und/oder der Änderung der Lumineszenzintensität eines
durch Licht (2) angeregten Leuchtstoffes, welcher zur Markierung eines Objektes (3) vorgesehen ist, wobei eine Bildaufnahme des Objektes (3)
durch einen Sensor (4) verwirklicht wird und die Bildaufnahme eine Anzahl Bildpunkte pro Zeile und Spalte umfasst. Es werden Maßnahmen
vorgeschlagen, welche die Erfassung der Abnahme und/oder der Änderung der Lumineszenzintensität vereinfachen, wobei auf den Einsatz
von Photodioden verzichtet werden kann. Der ohnehin zur Objekterkennung vorhandene Sensor wird auch zur Erfassung der Abnahme der
Lumineszenzintensität genutzt.
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