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Abstract (en)
The boot toe fastener consists of a holder formed by a base plate (5) and raised front (2) and side (3a, 3b) elements of a deformable plastic material.
The upper ends of the front and side elements are connected to a single fastening strap (6) of a supple material that passes through a slot (2a) in
the front element and has its two ends attached by buckles (7a, 7b) to the side elements.

Abstract (fr)
Dispositif de retenue (1) de l'avant d'une chaussure sur une raquette à neige, ledit dispositif comprenant un ensemble de parois de maintien (2, 3a,
3b) formant une enceinte ouverte vers l'arrière (AR) et dans laquelle est destinée à s'engager l'extrémité avant de la chaussure, caractérisé en ce
que l'enceinte est constituée de deux parois latérales de retenue (3a, 3b), à savoir une paroi gauche (3a) et une paroi droite (3b), et d'une paroi de
retenue avant (2) réalisée en matière plastique déformable, faisant corps avec une plaque d'appui avant (5) sur laquelle l'avant de la semelle de
la chaussure est appuyée, tandis que les parois de retenue (2, 3a, 3b) sont destinées à être rapprochées de la chaussure grâce à des moyens de
rapprochement, constitués par un seul lien continu (6) tel qu'une sangle (6) en matériau souple.
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