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Abstract (en)
[origin: EP1830128A2] The structure has a combustion chamber (2) suspended upper plate (3). An under plate (4) rests against a combustion
chamber of the upper plate. The upper plate (3) and or under plate are formed so that between them a duct system (10) is provided. The upper plate
contains openings (12) which communicate with the duct system. The under plate has ranges (22) with openings (13) which communicate with a
supply area (11) and which are arranged at the combustion chamber and at a side of the underplate. The upper plate has third openings (23) in
which are arranged with the second opening. An independent claim is included for a burner.

IPC 8 full level
F23D 14/20 (2006.01)

CPC (source: EP)
F23D 14/20 (2013.01)

Designated contracting state (EPC)
CZ DE FR GB PL SE

DOCDB simple family (publication)
EP 1830128 A2 20070905; EP 1830128 A3 20080910; EP 1830128 B1 20120801; DE 102006010375 A1 20070906;
DE 102006010375 B4 20080117; PL 1830128 T3 20130430

DOCDB simple family (application)
EP 07102766 A 20070221; DE 102006010375 A 20060303; PL 07102766 T 20070221

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1830128B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP07102766&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F23D0014200000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F23D14/20

