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Abstract (en)
[origin: WO2006075100A1] The electric connection between a sensor (1) and electric conductors (8), wherein said sensor (1) is provided with a
skirt (2) in which electric contact tabs (3) are extended is characterised in that it comprises a plug (5) in which female electric contact members
(6) interacting with the tabs (3) and connected to conductors (8) are arranged, said plug (5) is inserted into a guiding member interacting with the
internal surface of the skirt (2) forming a free space (17) towards the free end thereof filled with a plastic material thickness (16).

IPC 8 full level
H01R 13/52 (2006.01); H01R 4/70 (2006.01)

CPC (source: EP)
H01R 13/5221 (2013.01)

Citation (search report)
See references of WO 2006075100A1

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IS IT LI LT LU LV MC NL PL PT RO SE SI SK TR

DOCDB simple family (publication)
FR 2880999 A1 20060721; FR 2880999 B1 20070309; CN 100550534 C 20091014; CN 101099272 A 20080102; EP 1846989 A1 20071024;
WO 2006075100 A1 20060720

DOCDB simple family (application)
FR 0500462 A 20050117; CN 200680001770 A 20060113; EP 06709082 A 20060113; FR 2006000075 W 20060113

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1846989A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP06709082&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01R0013520000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01R0004700000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01R13/5221

