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Abstract (en)
The device (1) has a holding device (12) and a motive (4). The motive is incorporated and mounted between the holding device and a glass surface
of the window behind a covering. The covering lies opposite to the glass surface of the window in a hollow space. A power supply line (10) from
the surrounding area of the window is routed inside the hollow space in such a way that a light source (5) is connected for the illumination or for
formation of the motive inside the hollow space at the power supply line.

Abstract (de)
Die Erfindung betrifft eine Motivpräsentationsvorrichtung (1) für Fenster, aufweisend mindestens ein Motiv (4) zur Präsentation in oder an einem
Fenster sowie mindestens eine Lichtquelle (5) zur Beleuchtung oder zur Bildung des Motivs (4). Hierbei weist die Motivpräsentationsvorrichtung (1)
eine Haltevorrichtung (12) auf, das Motiv (4) ist zwischen der Haltevorrichtung (12) und der Glasfläche (11) des Fensters hinter einer der Glasfläche
des Fensters gegenüberliegenden Abdeckung (6) in einem Hohlraum aufgenommen und gehaltert, und eine Stromzuführung (10) ist aus dem
Umgebungsbereich des Fensters derart in das Innere des Hohlraums (13) geführt, dass die Lichtquelle (5) zur Beleuchtung oder zur Bildung des
Motivs (4) innerhalb des Hohlraums an diese Stromzuführung (10) anschließbar ist.
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