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Abstract (en)
The door system has a housing with an inner space, in which components of the system are arranged, where the housing exhibits a base profile (5)
and a hood profile (7). The hood profile is detachably mountable at the base profile in a fixing area (11), and the hood profile has a coupling surface,
which is hinged in a receiving surface of the base profile. A locking device is formed by a projection and grooves, and locks the hood profile in a
rotating position against the base profile, where the locking device is designed in a hinge (8).

Abstract (de)
Es wird eine Türanlage (1) mit mindestens einem Gehäuse, in dessen Innenraum Komponenten der Türanlage anordenbar sind, beschrieben. Das
Gehäuse weist mindestens ein Grundprofil (5) und mindestens ein Haubenprofil (7) auf, wobei das Haubenprofil (7) in einem Befestigungsbereich
(11) lösbar an dem Grundprofil (5) montierbar ist, indem das Haubenprofil (7) eine Kupplungsfläche (18) aufweist, welcher in eine Aufnahmefläche
(16) des Grundprofils (5) einhängbar ist. Die Kupplungsfläche und die Aufnahmefläche bilden ein Scharnier (8), indem sie so ausgebildet sind,
dass das Haubenprofil (7) gegenüber dem Grundprofil (5) schwenkbar ist. Es ist eine Arretiereinrichtung (20,21,22) vorgesehen, mit welcher das
Haubenprofil (7) in mindestens einer Schwenkposition gegenüber dem Grundprofil (5) arretierbar ist. Die Arretiereinrichtung (20,21,22) ist im
Scharnier (8) ausgebildet.
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