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Abstract (en)
[origin: FR2885612A1] The bottle has a removable water cooling circuit arranged with cool enclosure walls. A horizontal support plate (13) has two
taps (8, 10) and a distribution part which permits connection between a finger (15) and a non cool water inlet compartment at inlet of the circuit. An
empty opening (4) is arranged in the plate for passage of the circuit, where the opening is arranged between the compartment and a tube leading
directly the non cool water to a tap delivering temperate water, and between an end of a water outlet end produced in the circuit and other tap
delivering cold water.

IPC 8 full level
B67D 3/00 (2006.01); B67D 7/80 (2010.01)

CPC (source: EP)
B67D 3/0009 (2013.01); B67D 3/0032 (2013.01)

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IS IT LI LT LU LV MC NL PL PT RO SE SI SK TR

DOCDB simple family (publication)
FR 2885612 A1 20061117; FR 2885612 B1 20070803; AT E421483 T1 20090215; DE 602006004985 D1 20090312; EP 1881942 A1 20080130;
EP 1881942 B1 20090121; ES 2321558 T3 20090608; WO 2007000674 A1 20070104

DOCDB simple family (application)
FR 0504766 A 20050512; AT 06795395 T 20060511; DE 602006004985 T 20060511; EP 06795395 A 20060511; ES 06795395 T 20060511;
IB 2006002399 W 20060511

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1881942A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP06795395&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B67D0003000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B67D0007800000&priorityorder=yes&refresh=page&version=20100101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B67D3/0009
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B67D3/0032

