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Abstract (en)
The component has two main electrodes (2, 3) arranged so as to form a spark-gap (4), and trigger elements (10, 11) distinct from the main
electrodes. The trigger elements are arranged such that a disruptive discharge (12) appears between the trigger elements to cause a sparkover
of an electric arc (6) between the electrodes. The trigger elements are formed by auxiliary electrodes (14, 15). The elements extend in an inter-
electrode space (5) that separates the main electrode (2) from the main electrode (3). Independent claims are also included for the following: (1) a
method for triggering an electric component (2) a method for manufacturing an electric component.

Abstract (fr)
- L'invention concerne un composant électrique (1) comprenant une première électrode principale (2) et une seconde électrode principale
(3) formant un éclateur (4), caractérisé en ce qu'il comporte au moins un premier élément de déclenchement (10) et un second élément de
déclenchement (11), tous deux distincts desdites première et seconde électrodes principales (2, 3), lesdits premier et second éléments de
déclenchement (10, 11) étant agencés de telle sorte qu'une décharge disruptive (12) puisse apparaître entre eux et que l'apparition de ladite
décharge disruptive (12) puisse provoquer l'amorçage d'un arc électrique (6) entre les première et seconde électrodes principales (2, 3). - Dispositifs
de protection contre les surtensions.
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