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Abstract (en)
The method involves transmission taking place in a time framework given by the radio cell center assigned system clock. The subscriber within
the given time framework send a routine signal periodically in an assigned warning time slot (10) to the radio cell center for the examination of the
system integrity. After transmission of the routine signal by one subscriber, the other subscriber conveys its routine signal to the radio cell center.

Abstract (de)
Es wird ein Verfahren zur Funkübertragung in einer Funkzelle (1,2) eines Gefahrenmeldesystems beschrieben, bei dem ein Zeitschlitz (10) zur
Kommunikation zwischen Teilnehmern (1_1, 1_2, 1_3, 2_1, 2_2, 2_3) untereinander bzw. mit einer Funkzellenzentrale (1_Z, 2_Z) in einen ersten
Hauptbereich (11) und einen zweiten Hauptbereich (12) aufgeteilt wird, wobei innerhalb des ersten Hauptbereichs (11) mindestens zwei der
Teilnehmer (1_1, 1_2, 1_3, 2_1, 2_2, 2_3) Routinesignale an die Funkzellenzentrale (1_Z, 2_Z) senden, bevor im zweiten Hauptbereich (12)
Melderdaten an die Funkzellenzentrale (1_Z, 2_Z) bzw. einen anderen Teilnehmer übermittelt werden. Dadurch können mehr Teilnehmer (1_1,
1_2, 1_3, 2_1, 2_2, 2_3) in der Funkzelle (1, 2) betrieben werden, bei gleich bleibender Reaktionszeit und geringer Stromaufnahme der peripheren
Elemente (1_1, 1_2, 1_3, 2_1, 2_2, 2_3).
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