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Abstract (en)
The device has inspection frames (3), and an inspection cover (4) inserted at an inner side of the frames. The frames have a large rotating frame
section for retaining of a sheeting (7) for a wall-/ceiling-/floor-lining (2) at an outer side of the frames. Fastening devices and/or flat rods (8) are
provided for fixing of the sheeting, attached to the outer side of the frames in a depth-adjustable manner and surround the frames. The frames and/or
the fastening devices and/or flat rods are implemented as rolled- and/or extruded sections made of aluminum, steel and plastic.

Abstract (de)
Gegenstand der Erfindung ist eine Revisionsvorrichtung, die in ihrem grundsätzlichen Aufbau über einen Revisionsrahmen (3) und einen
rahmeninnenseitig in den Revisionsrahmen (3) einsetzbaren Revisionsdeckel (4) verfügt. Der Revisionsrahmen (3) weist ein größtenteils
umlaufendes Rahmenprofil zur Aufnahme einer rahmenaußenseitigen Beplankung (7) für eine Wand-/Decken-/Boden-Verkleidung (2) auf.
Erfindungsgemäß ist zumindest eine Befestigungseinrichtung (8) vorgesehen, die zur Festlegung der Beplankung (7) vorgesehen ist. Die
Befestigungseinrichtung (8) ist tiefenverstellbar an den Revisionsrahmen (3) angeschlossen.
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