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Abstract (en)
The method involves positioning and connecting casing flanges (120) in a molding table (100), so that adjacent walls of the flanges and the table
delimit an open volume corresponding to a cross section of a prefabricated concrete element e.g. girder to be undercut (20), where the table is
integrated in a carousel type automated installation. The concrete is castled between the flanges to manufacture the element. The flanges are
disconnected and removed to unmold the manufactured element. An independent claim is also included for a molding device comprising a molding
table.

Abstract (fr)
La présente invention concerne un procédé et une machine de moulage d'éléments pouvant avoir une section quelconque, à partir de tout type de
bétons ou similaires, autorisant l'intégration de tout type d'armatures saillantes ou non, permettant un démoulage aisé sans altérer les produits et
pouvant être fortement mécanisé et automatisé. Cette machine de moulage est caractérisée en ce qu'elle comporte des joues de coffrage (120)
amovibles agencées pour être solidarisées à une table de moulage (100) et délimiter avec cette dernière un volume ouvert correspondant à la
section transversale des éléments à contre dépouille (20) à fabriquer. Ces joues de coffrage (120) sont couplées à des moyens de préhension pour
pouvoir être retirées avant démoulage desdits éléments (20). Applications : Produits en béton pour l'industrie du bâtiment notamment.
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