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Abstract (en)
The formwork component (1) with a formwork panel (2), has a reinforcing device (3) which has diagonal struts (4) in a region (3a) which extends
parallel to the plane of the formwork panel. The diagonal struts are directly or indirectly rigidly connected to the formwork panel. The reinforcing
device consists of a lattice structure with at least one longitudinal chord (5) and diagonal struts, wherein the regions (3a,3b) are formed by the
diagonal struts which are bent basically at right angles. Independent claims are included for the following: (1) a method for producing a formwork
component in which a lattice structure is bent along a bend line basically at an angle of 90 degrees; and (2) a joint formwork consisting of two
formwork components.

Abstract (de)
Es wird ein Schalungsteil (1) mit einer Schaltafel (2) beschrieben, an der eine Versteifungseinrichtung (3) mit wenigstens einem Längsgurt (5,6) und
Diagonalstreben (4) befestigt ist. Die Diagonalstreben (4) liegen zumindest bereichsweise in einer Ebene, die sich im Wesentlichen senkrecht zur
Schaltafel (2) erstreckt. Um ein konstruktiv einfaches, ausgesteiftes Schalungsteil zu schaffen, wird vorgeschlagen, dass die Versteifungseinrichtung
(3) weiterhin Diagonalstreben (4) in einem zur Ebene der Schaltafel (2) parallel verlaufenden Bereich (3a) aufweist, die direkt oder indirekt fest mit
der Schaltafel (2) verbunden sind.
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